Product

-. High brightness & no changes to brightness
-. Low energy consumption & long life

-. Great flexibility provides easy application for various types of channel letters

-. 100% Water-proof
-. Highly durability

-. Excellent for retrofitting to replace neon

-. Dimension (lunits) : 60+0.3(L) x 33£0.3 (W) x 12+0.3 (H) ( mm )

2.36(L) X 1.3(W) X 0.47(t) (inch)
-. Weight (lunits): 29 g

| Absolute Maximum Ratings (at 25°C)

Parameter Yellow Green
Part's No. SE-P3Y SE-P3G
Power Dissipation 0.57TW 0.42W
Continuous Forward Current 0.038A/15VDC 0.028A/15VDC
Operating Temperature 220 ~+75TC
Storage Temperature -30~+80T
m] Electro-Optical Characteristic (at 25 (9))
Parameter Symbol | Rank SE-P3R SE-P3Y SE-P3G SE-P3B SE-P3W
a | 7500 ~13500| 4500~ 9600 | 6000 ~12300| 1500 ~3300 | 6900 ~12900
Luminnace (cd."Lm’) b [13500 —19500| 9600 — 1500012300 ~— 18900] 3300 — 6300 | 12900 ~19500
¢ [19500 ~25500{15000 ~ 22500{18900 ~ 24900| 6300 ~ 9000 [19500 ~ 25500
1] 620 ~625 585~ 590 520 ~ 525 465 ~ 470
Dominant Wavelength| Ad(nm) #1
2| 625 ~630 590 ~ 595 S =030 470 ~ 475
DC Forward Voltage VF DC/15V
1. Tolerance of measurement of luminnace Intensity @ +15%
2. Tolerance of measurement of chromatic coordinates : +0.01

] Material

Case : PBT ( UL Recognized Material )

Wire : UL 2468 AWG#18

| Packa
| Package

1 reel = 100 units

120mm(4.7inch) pitch
u] Connection Unit
Parameter Red Yellow Green Blue White
Series Connection Unit[Max] 230Unit 230 Unit 300 Unit 300 Unit 300 Unit
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